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S i c e  the late 19&, the British coal Corp. has been concerned with the development of two coal 
liquefaction processes. both of which depend upon a liquid solvent at low pressure to extract the 
coal. The fmt of these was designed to extract a precursor suitable for the manufactllIt of electrode 
cok (1). In the second process the extraction step was modified by the introduction of hydrogen 
donors into the solvent and employed as the fmt stage of a two-stage liquefaction process (Liquid 

about a ton per day far each process have been built and operated successfully 

This paper is primarily concerned with the LSE process and will consider the signitkance. and 
effects of solvent hydrogen &a on the performance and operation of the first stage, its 
influence on subsequent process steps, and on the overall process. 

LSE PROCESS DESCRIPTION - A schematic of the process is shown in Fig. 1 

Coal is dried, pulverised and slurried with a hydrogen donor recycle solvent ’Ihis solvent, which 
is a mixture of aromatic and hydroaromatic h y h e n s  is produd within the process and is 
entirely coalderived. 

The coal sluny is pressuriskd to 20 bar, preheated to the reaction temperatureof 41W and fed to a 
digestor in which up to 95% of the coal is dissolved. The use of elevated pressure in this stage is 
to prevent undue vapourisation of the solvent During the digestion process hydrogen is donated 
from the solvent to the coal structure as it breaks up. stabilizing the lower molecular weight 
fragments and preventing remgrade reactions. The resulting digest contains dissolved coal 
(‘extract’). residual coal solids and the m i n d  matter originally present in the coal. 

The digest is cooled to 3oooc reduced inpressm and f i l d  to m e  themineral matte-rand the 
undissolved coal. The fduate. which is solids free and has a v a y  low ash content (i.e. less than 
0.1%). is known as ‘coal extract solution’. The filter cake is washed with a low boiling fraction of 
the sokent, which displaces the coal extract solution tapped within the voidage of the cake. 
Residual wash oil is in turn recovered by vacuum drying the filter cake. This washing and drying 
procedure minimises the loss of extract and solvent with the cake. 

In the second stage, the coal extract solution is pressurised, typically to 210 bar. mixed with 
hydrogen gas, preheated and fed to ebullated bed hydrocracking reanors. These r u ~ c t ~ ~ s  opnatc at 
temperahlres in the range 400 - 45OOC. Standard oil industry heavy residuum 
hydmdesulphuisation catalysts can be used. 

The product from hydrocracking is distilled to m e r  the recycle solvent (boiling above 3oooc) 
and to give three main products: LFG, naphtha @oiling below 18ooc) and middistillate w i g  
range 180-3CNPC). In addition, a by-product pitch stream (nominally b o i i g  above 5ooac) is 
taken off, dthough m s t  of the material in this b o i i g  m g e  is recycled as part of the solvent The 
remaining by-product stnams contain light hydrocarbon gases. pdomhantly methane and &e, 
and heterops. An appnxiable proportion of the oxygen originally present i the coal is emitted 
as C@, reducing the overall hydrogen consumption. 

In addition to the process configuration described above. several alternative processing options 
have been examined which may be apprupxiate under some economic conditions. The pitch by- 
product may be fed to a delayed coker to mover additional distillate and to produce a premium 
grade coh which is an excellent starting material for the prepamion of graphites and carbon 
elearodes The rehydrogenation of the recycle solvent to replace the hydrogen donated to the coal 
during digestion may be carried out in a separate maor on a W o n  of the solvent r e c o v a e d  by 
distillation i h m  the fdplate. Finally, if saturated hydrocarbon (which are not hydrogen donors) 
build up in the solvent, a portion of the solvent may be fed to a ‘SBtCrBcker’ in which the w t e d  
compounds are thermally cracked to lower boiling liquids and gases 

I 

Solvent Extraction, B E )  whose net products were distillate transportatl ‘on fuels(2). Pilot plana of 

208 



I' 

The main features of the LSE press which distinguish it from other mestage direct liquefaction 
Pyesses are therefore the low pressure first stage and the removal of solids by filnarion, both of 
Whch reduce capital costs. All coals except anthracites can be processe& although som energy 
penalties are associated with the use of lignites. 

over the past 25 years the British Coal team of workers have built up expertise in the various unit 
operatons, based partly on practical plant experience and partIy on more fundamental laboratory 
studies, mainly but not solely with bituminous coals. 

Although it became apparent that each stage of the proass &ected the othm, this paper will now 
concenuate on the dissolving (or extraction) stage and in particular upon hydrogen transfer and 
retrogressive reactions therein. 

The aim of most Current coal liquefaction processes is to produce distillate fuels in high yield and 
thus much effort has been expended in trying to tninimise retrogressive reactions which eventually 
lead to coke formation. In contrast in the Electrodecoke process (Fig. 2) maximising the quantity 
and quality of extract derived coke was the aim; it is thus relevant to review some. of the studies of 
this process to assist understanding of retrogressive reactions. 

DIGEST VISCOSlTY 

Studies of the changes in slurry viscosity during exhaction process have shown that, regardless of 
temperature and solvent to coal ratio, the same general timedependent pattern was obmed(3) for 
bituminous coals, Fig. 3. 

Starting ~IUUI the slurry (A) there is an initial rise in viscosity (Zone B) which takes place rapidly at 
al l  temperatures studied, reaching a peak within a few minutes, possibly within seconds. The peak 
viscosity in this region is at least five times that of the unseated slmy. Comparison betweem the 
physical state. of a slurry which consists of 2025% rigid particles in a fluid (anthracene oil), with 
that of a digest of large polymm, formed from the dissr)'v"l.p coal and in+ately d i e  within 
the same fluid, enables the change in viscosity during dgesaon to be appreciated. It IS also known 
that the coal panicles themselves swell prior to their disintegration and this phenomenon too is 
thought to comibute to the viscosity incmse. 

After reaching a peak the digest viscosity drops continuously o v a  a period of about 2@30 mins., 
(zone C) a time found to be independent of temperahm. However, the minimum viscosity reached 
at the end of this mne was temperafllre dependent, the higha the temperature the lowa the 
viscosity. This result indicates more extensive depolymeisation at higher digestion temperatures. 
Funhemore, the initial rate. of viscosity reduction was found to increase markedly with increasing 
temperature. At the lower tempmatures studied, the rates of change of viscosity over the same 
viscosity range can be compared reasonably accurately. The time taken for the viscosity to decmse 
from 2.5 to 1.5 CP (measured at 2 5 K )  was 20 mins. at 38oOC and 5 mins. at 4oooC. From these 
data. an activation energy of 60 kcaldg mole can be calculated, indicative of a process involving the 
breaking of moderately strong chemical bonds. It was considered that the kinetics observed were 
the result of the mbination of several reactions; however, the cause of the reduction of viscosity is 
amibuted solely to the depolymerisation (is. reduction in molecular weight) of the coal extract, 

After abut  an hour (total time) the viscoSity then begins to increase again, independently of 
temperaturt (Zone D). The polymerisation reactions Occurring in this m e  which cause the second 
viscosity innease obviously started before the end of depolymerisation stage and it is the 
combination of these two reactions that controls the position of the minimum at the end of Zone C. 
The rate of increase of viscosity is not greatly enhanced between 380 and 42CPC indicating a low 
activation energy for this process which is consistent with polymerisation reactions. 

Fially, the reduction in viscosity during Zone E is explained as due to the growth of mesophase in 
which the higher molecular weight coal extract components are concentrated into many small areas 
withjn the mnahing fluid which is of lower viscoSity, hence Creating a relatively dilute continuous 
phase. The end of Zone E represents a slurry of coal e x m t  mesophase in solvent. 

It was also realised that beyond Zone E and under exceptionally sevm conditions, the whole 
digest, including solvent, would coke and thus the viscosity would rise again, this is defmitely a 
zone that rhere is every incentive to avoid in any process! 

Assessments of coke properties confirmed that by employing digestion times much longer than 
those neceSSary for extraction then was some improvement in fmal coke quality, presumably 
because the mesophase liquid crystals had been given time to grow before coking became too 
advanced. Such a step 1s now known to be essential to the formaaon of graphitisablecarbons. 

The quinoline insolubility of the s l q  or digest shows an initial reduction (Zone B & C) BS the coal 
is taken into solution. It then rises in a manner consistent with a 2nd order, polymerisation 
reaction, i s .  more rapidly as the solvent to coal ratio is reduced. 
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Several lessons and questions which are relevant to coal liquefaction in general cmerge h m  these 
studies of the elecaode coke process. 

(1) to minimise retrogressive reactions then, all other things Wing qual, i high solvent to coal ratio 
should be used In process development there are often smng press- hm design and costing 
enginem to reduce the amount of recycling solvent ivhich has to be handled for a pven coal 
throughout. Those applying these pressures rarely take into account that d improvements in the 
overall convenion to Liquid products could be more valuable than the cost of i n d g  the solvent 
to coal ratio substantially. this is particularly so if the solvent doesn't all have to be distilled. 

(2) similarly, as soon as extract is taken into solution it should be diluted with the other liquid 
phase (Le. soiveni). Picsiubly s d  p~rtick size would help in this respect as would aptation 
that resulted in high particle Reynolds numbers. 

(3) if conditions that produce some cokingoccur somewhere in the plocess after extraction (e.& in 
pFeheaters or on catalyst surfaces) then is it better to allow those species that polyruerise m m  
rapidly to do so in the extraction stage. as they will be removed along with the residual coal (e.& in 
the subseauent solid-huid seumtion stepby filtration in the LSE process). thereby increasing the - -  
life ofcadyst and prehater. 

(4) what is the relative ease of hydrogenation and hydrocracking of molecults that are truly in 
solution compared with the same species arranged in mesophase liquid crystals? In other wards is 
the irrevenible mint in inevitable coke formation at the liauid crvstal orderine stage or after further . -  I "  

polymerisationi 

(5) the presence of hydrogen. either as Hz or in hydrogen donor solvents. is well known to reduce 
the rate of carbon (strictly it is sti l l  only a semi-coke) deposition on catalysm and to dramatically 
reduce viscosity. This does not mean however that hydrogenated extract doesn't polymerise or 
form mesophase. Indeed given suitble conditions, bigger and betta liquid crystals can be formed 
resulting in excellent needlecoke because the hydrogenation reactions help to remove SOM of the 
hemtoms thereby reducing the steric hindrance to perfect alignment of aromatic layers This is 
desirable if coke is aimed to be the end p d u c t  but the formation of mimn-sized mesophase 
spheres in the digestor, perhaps due to imperfect mixing or just exhaustion of hydrogen donors in 
the solvent, could cause problems in the solids separation stage due to their plastic deformable 
nature. 

LIQUEFACTION AND H-TRANSFER 

The term coal conversion is used with different meanings and can cause confusion. It can mean the 
extent of conversion into liquid and gas. a secondary solvent, quinoline, cresol or THF. being used 
to dderndne the insoluble organic matter (IOM). In other cases conversion is defined as the yield of 
liquids G i g  below say 45ooc. 

It is reasonably well accepted that little coal will dissolve in most solvents below UMOC (although 
work with NMP with and without CSz can give extensive solution of some coals (4)). However at 
the temperahue of most liquefaction prcesses. i.e. around 4oooc. the majority of most coals 
(except anthracite) can be taken into solution Using phenanthrene or recycled anthracene oil 
without hydrogen over pressure, up to 80% of bimminous coal appears in the filtrate. Much of the 
extract can be insoluble in THF and some, even insoluble in quinoline which implies molecular 
weights in excess of 2000. 

Is this conversion? One could say that the coal has m l y  been reconstituted without its mind 
matter and some of its macerals, e.g. the inertinite. To suppon this is the fact that the softening 
p i n t  of such pure extracts is over 3oooC, i.e. only a little lower than of the coal; it takes the 
addition of about 2% hydrogen to reduce the extract softening point to around 1 5 W  (e.g. as in the 
SRCI pmcess or as has been observed when using tehdin as solvent(7)). 

'l%e amount of coal taken into solution is enhanced by the presence of hydrogen, either from a 
donor solvent or as gas. The molecular weight of the extract is reduced as has just been mentioned, 
but whether this is instantaneous or caused by a seguential reaction is open to discussion. Is it that 
the extra taken into solution when donor hydrogen 1s available is due to the avoidance of very rapid 
remgressive re$ons by some thermally produced radicals, as is pahaps suggested by recent 
work. (S), or is it that the hydrogen is contributing directly to the dissolution reaction? 

Whatever the reason, there is no doubt that m m  coal appcars in solution when hydrogen donors 
are available, and that for a given coal the extra conversion is dependent on the amount of hydrogen 
hansfemd. Thus it seems reasonable to assume. for the purposes of pmess development and 
reactor design, that until proven otherwise, there are two discnte steps i e .  coal solution and liquid 
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P- hy-king of the cod extract h some pmess designs it all happens in a single reactor 
w h w  111 LSE for example the fkst reactor is primarily fordissolution and the second reactor for 
hydrocracking. Specific conditions can be chosen for each reactor, rather than the necessary 
coqromise when a single reactor system is used. 

Increasing extraction to the maximum possible extent would be desirable if all the coal molecules 
taken into solution were identical But bearing in mind the variation of the hydrogen contents of 
the macerals that make up the bulk coal (e.g. 7% in lipfinite to under 4% in some of the so-called 
"inatinite" that CUI be dissolved) this is unlikely to be even an approximation of the truth III 
deciding whether maximum extraction is the optimum the most imponant properties of the coal 
extract molecules m their rate of hydrocracking and the consequent yield of d e s M  pnxluct (ie. 
gasoline rather than gas), and the hydrogen consumption needed to achieve this. Whilst 
experimntal measurements of the amount of coal going into solution can be quickly and accurately 
detamined expaimentally the same cannot be said for the hydrocracking propties just mentioned. 

In studies (6) of the reactivities of coal extract solutions, samples were made from different coal 
prepamtion plant saeam, in which both mined mater and maceral distribution varied. Although 
extents of dissolution varied with inertinite content by as much as 10% differences in hydrocracking 
could not be distinguished because of expaimental reproducability. These wal samples were far 
from pure maceds so it m o t  be concluded yet that there aren't differences between m a c d  
extracts 6um the same coal. AU other things being equal, which is rarely the case in coal science, 
one would consider it desirable to have a high liptinite content in the feed coal because of its high 
hydrogen content Unfortunately a lot of this hydrogen is in alkyl p u p s  and probably results in 
higher yields of less valuable gaseous products. 

Ovedl it should be mentioned that advantage could be taken of modern dense media coal cleaning 
technology in a corn& liquefaction plant with the clean fraction going to liquefaction and the 
middlings fraction to utilities. As shifts of small amounts in the extent of conversion (whether it be 
to extract or to finished products) have very significant effects on plant economics, it is still 
desirable to do finther work quantifying the magnitude of any difference between maceral extracts. 

SOLVENT QUALITY 

In any plant the solvent has to be recycled and thus although useful studies can be paformed using 
pure compounds and doing once-through i.e. single cycle, experiments, eventually recycle must be 
studied. Whilst the biggest change takes place over the tirst recycle, changes can continue for a 
long time 
changes can present a big challenge. 

In experimental work a 102% solvent mass recovery should be aimed for to allow for overall losses 
that are likely to occur even with the most rigorous housekeeping. If there is a slight solvent 
surplus then it can be convuted into lighter products without much effect on plant economics; if 
there is a solvent deficit the process isn't viable. 

In most liquefaction processes, including LSE, the process solvent consists of material b o i i g  
above UXPC and includes some above 5oooC (which is extract that is not 'converted' during 
hydrocracking). From studies with various pure compounds and p e s s  solvents particularly 
hydrogenated phenanthrenes and pyrenes, it has been concluded that di- and tetra hydro-daivatives 
are the most reactive and that they are p r e f d  to the extensively hydrogenated species (i.e. the 
hexa or octa hydroderivatives). It is thus preferable to have every molecule hydrogenated to a 
small extent rather than a few heavily hydrogenated species. As the maximum amount of hydrogen 
u a n s f d  to the coal during extraction is only 1 - 2% of coal, this represents less than 1% on a 
solvent basis (equivalent to that which can be provided by di-hydro species of aromatics boiling 
between 3oooC and 5oooc). The levels of hydrogen donors should of course be above the 
minimum so that even at the end of the digestion stage there is still a concentration of hydrogen 
donors available to cap further radicals that are formed by continuing albeit ~ O W R  thermal cracking 
of coal and exaact molecules. 

Not aU the hydrogen donated by the solvent reaches the desired recipient, i.e. the ex- About a 
tenth ends up as molecular hydrogen and represents an inefficiency. If catalyst is present it merely 
enhances solvent dehydrogenation and thus increases the yields of IOM and hydrogen. The hope 
that catalyst might enable hydrogen to be released from the solvent at an appropriate rate to match 
coal radical formation has not been r e a l i d  This is perhaps yet another indication of the difficulty 
of having coal. hydrogen and catalyst and maybe solvent simultanmuly present at the same reaction 
site. 

the solvent becomes truly processderjved Monitoring and then conrrouing these 
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MONITORING RECYCLE SOLVENT 

W e  proton NMR has proved exmaAy useful for monitoxing short term changes during 
dehydrogenation (Le. extraction) and rehydrogenation it is. however, not so good for estimating 
absolute concentrations of hydroaromatics. Generally, the use of NMR is limited for tracking if 
there is the possibility of slow long term changes in the solvent composition. In plant operations 
another reason to aim for 1025% solvent recovery is as a way of limiting the build up of undesirable 
trace species in the solvent 

It is also necessary to have a method of determining if the extracting power of the solvent is 
&masing the point is reached when plant fdter cake yields rise and other operational 
problems due to insufficient hydrogen transfer set it. Remedial action, e.g. by increasing 
hydrogenation or sat-cracking, would then have a chance of recovering the situation. 

Fwlv in the LSE project fi3 !!e& was espe5alIy pressing in convincing a potential sponsor that the 
LSEprocess could cope with their lignite and the author promised to devise such a test in time for 
the recycle run due to take place a few months later. So was born SDI, or Solvent Dissolving 
Index to give it its full name. 

The test (7) involves diluting by a known amount a sample of the solvent with a non-hydrogen 
donor (usually, but not necessarily. naphthalene) so that there ut less hydrogen donors than 
required to ensure maximum extraction when a mini-bomb test is done with this diluted process 
solvent. 

Tests for the particular coals in use with well characterised solvents enable calibration graphs to be 
constructed Fig. 4 & 5 in which nominally an SDI of 10 means that there are just enough hydrogen 
donors to ensure maximal exhaction 

In practice it was found that a certain margin above this minimum was desirable, Le. 3 or 4 but the 
SDI fulfilled its major objective of enabling the changes in recycle solvent donor properties to be 
confdently monitored. As with testing coals the best test of a solvent is to perform an actual 
extraction. 

Non distillate hctions of recycle solvents (i.e. pitch) were shown to be. excellent solvents, those 
with softening points under 2oooC having SDI’s greater than 10. Such pitches have little hydrogen 
donor ability and contain plenty of coke precursors so that when used alone extractions reduce if 
severe digestion conditions are used (i.e. above 42oOC). However, as they are normally diluted 
with distillate material this is m l y  a problem and keepmg a certain level of pitch in the recycling 
solvent became generally regarded as advantageous. helpmg to keep everything in solution, beiig 
intermediate in MW etc between solvent and ex- but cornpatable with both. 

At almost the opposite extreme are the light end saturates which are basically not hydrogen donors. 
The alkanes which usually represent about a quartex of these are thought to be formed directly from 
the coal. For Point of Ayr coal this is about 0.3% coal (8) whereas for the lignites it can be much 
greater. The othm, i.e. naphthenes, are f m e d  in the hydromatment stage and once formed are 
difficult to dehydrogenate, as was found in many attempts to achieve this catalytically. It was 
found, however, that if only aromatics and naphthenes were present then the naphthenes did donare 
some hydrogen and extraction levels above that expected from the pure aromatics were achieved 
(9). However. hydroaromatics donate their hydrogen fmt and the naphthenes later, if at aU. 
Various ways of hying to utilise this interesting effect were considered but none proved practical 

CONCLUSION 

In order to achieve maximal coal extractions and to minimise retrogressive reactions of the ex- 
the recycle solvent must be in adequate supply and of the right propdes, Le. good hydrogen 
donor ability as well as good physical solvent propetties. 

It is noteworthy that during the 70’s and 80’s other liquefaction process developers, who without 
exception used high pressure hydrogen during exaaction, gradually came round to the view that 
having a ‘good‘ solvent present made their pmesses work better, Le. “hydrogen donor species 
could reach places that ordinary (gaseous) hydrogen could not”. 
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